
DOPPELTER WASSERFILM
(Kabine mit Wassersammelbecken über dem Fußboden) 
WATER PAINTING BOOTH WITH DOUBLE VEIL 
(Booth with raised water collection tank)

www.famsrl.eu
Azienda Certificata

UNI EN ISO 9001:2015
Cert. Nr. 50 100 11724
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DATENBLATT
DATASHEET 

MODELL 
MODEL

NUTZMASSE (mm LxTxH)
USEFUL DIMENSIONS (mm WxDxH)

LUFTLEISTUNG  (m3/h)
AIR FLOW (m3/h)

MOTORLEISTUNG (Kw)
MOTOR POWER (Kw)

PUMPENLEISTUNG (Kw) 
PUMP POWER (Kw) 

BELEUCHTUNG
LIGHTING

DVA 2A 2000x2000xh.2360 7.500 1,5 1,1 1 Lichtpunkt 2TLzu je  58    
1x light fixture 2TL 58 W each one  

DVA 3A 3000x2000xh.2360 10.800 2,2 1,1 1 Lichtpunkt 2TLzu je  58    
1x light fixture 2TL 58 W each one   

DVA 4A 4000x2000xh.2360 14.000 4 1,1 2 Lichtpunkte 2TLzu je  58    
2x light fixtures 2TL 58 W each one   

DVA 5A 5000x2000xh.2360 22.000 2x3 1,5 2 Lichtpunkte 2TLzu je  58   
2x light fixtures 2TL 58 W each one 

DVA 6A 6000x2000xh.2360 25.000 2x4 2,2 3 Lichtpunkte 2TLzu je  58    
3x light fixtures 2TL 58 W each one   
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• Standardkonfiguration 
• Struktur, aus verzinkten unter Druck gebogenen 

Blechpaneelen
• vorderer, doppelter Wasserfilm, Sprühvorrichtungen 

und Tropfentrennung aus PVC 
• Wassersammelbecken aus Edelstahl 
• Luftfilter, aus Kästen mit Paint Stop-Filtern 
• Absaugung durch funkensicheres E-Gebläse   
• E-Pumpe aus Edelstahl mit Immersionslaufrad und 

externem Motor 
• Beleuchtung durch Deckenleuchten IP66
• elektro-mechanische Schalttafel  IP55

• Standard configuration 
• Structure made of galvanized metal sheet
• Frontal double water veil, nebulizers and PVC droplet 

separators 
• Stainless steel water collection tank 
• Air filtration composed of drawers equipped with paint 

stop filters
• Suction through a sparkproof electrical fan 
• Stainless steel electrical pump with impeller and 

external motor 
• IP66 Light fixtures 
• IP55 Electromechanical control board

!Optionen auf Nachfrage! !Options on request!
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